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FSD Circular Letter No. 5/98 
Miscellaneous Topics - Transformers 

 
 

  Subsequent to the newly approved R-Temp fluid, a heavy paraffinic hydrocarbon dielectric fluid, for 
transformers in Hong Kong, Part X of F.S.D. Circular Letter No. 4/96 is required to be amended. 
 
  In view of the above, Page X.2 of Part X of F.S.D. Circular Letter No. 4/96 on the captioned 
subject have been duly amended and replaced by the attached pages  
 
  
 
 
 
 
                                   Signed 
  (LAU Shu-lam) 
  for Director of Fire Services 
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(e) Gas leakage alarm to be provided (visual and audible) with Trip Circuit. 
 
(f) Standard FSD Requirements for Transformer Room to be complied with as stipulated. 
 

1.2  Midel 7131 (Pentaerythritol Ester) Filled: Silicone Fluid-Filled, R-Temp (Mixtures of paraffinic 
hydrocarbons and additives) Filled and Dry Type Transformers 
 
1.2.1 Above Ground Level 
 
 (a) Transformer Room shall be located at the periphery of the building.  Windows must be 

provided on the external wall, such windows shall be capable of being opened when 
required to supplement ventilation. 

 
  (b) Mechanical ventilation in form of an individual air-conditioning system shall be provided 

for the Transformer Room. 
 
  (c) A lobby shall be provided outside the Transformer Room. 
 
  (d) A 4.5kg CO2 fire extinguisher or its appropriate equivalent alternative type of fire 

extinguisher is to be provided. 
 
  (e) Standard FSD Requirements for Transformer Room shall be complied with as stipulated. 
  
1.2.2 In Basement 

 
 (a) An independent and separate staircase (leading to open air at ground level) solely for 

the Transformer Room is to be provided. 
 
 (b) Mechanical ventilation in form of an individual air-conditioning system shall be 

provided for the Transformer Room. 
 
 (c) A lobby shall be provided outside the Transformer Room. 
 
 (d) A 4.5kg CO2 fire extinguisher or its appropriate equivalent alternative type of fire 

extinguisher is to be provided. 
 
 (e) Standard FSD Requirements for Transformer Room shall be complied with as 

stipulated. 
 
 
 
  Signed 
  (LAU Shu-lam) 
  for Director of Fire Services 
 
Date: 22 October 1996 
(Revised on 16 December 1998) 


